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ThermaTex IRR
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ThermaTex IRR is a premium acrylic synthetic stucco which reflects 
Infra-Red energy.   Designed for use with ThermaPrime to beautify
architectural structures.  ThermaTex IRR works by the same 
principles of ThermaShield IRR, lowering the thermal absorption of
the walls, and reducing the thermal transfer through substrates to
a buildings interior.  

48 standard colors.  (Custom colors available based on quantity).

54lbs or 24.43Kg. (5-gal. plastic pail)

Approx. 100-150 sq.ft. (9.2-13.8 m2) per pail when trowel applied.
Coverage will vary depending on substrate surface texture and 
application techniques.

Mix with a drill mixer for 1 minute or until consistent, prior to use. 
No more than 12 oz.  of water may be added to this product to aid 
in application.

ThermaTex IRR premium acrylic synthetic stucco should
be applied when surface and ambient temperatures are between 
45°F and 100°F.

Surfaces must be free from grease and excess dust before 
applying. Failure to correctly prepare the surface may result in 
product failure. 

ThermaTex IRR may be applied by trowel or spray hopper.
equipment.  

Drying time will vary depending on ambient temperature, 
humidity and film thickness.  

Keep from freezing.  Keep out of direct sunlight for prolonged 
periods. 

1 Year. 

 

High Performance Infra-Red Reflective Acrylic Stucco

 Storage:

Shelf Life:


